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A. PROVIDE OUTLET BOXES, CONDUIT, RACEWAYS, AND PATHWAYS FOR ALL SYSTEMS DEVICES AND CABLING. PROVIDE INSULATED BUSHING ON ANY
CONDUIT END THAT DOES NOT TERMINATE IN AN OUTLET BOX.

B. PROVIDE J-HOOKS ABOVE ACCESSIBLE CEILING AS A PATHWAY FOR TELECOMMUNICATION CABLING FROM CONDUITS TO CABLE TRAY. SUPPORT
CABLING SO THAT NO MORE THAN 2 FEET OF CABLING IS INSTALLED WITHOUT PATHWAY SUPPORT FROM J-HOOKS, CONDUIT, CABLE TRAY, OR
SLEEVES. PROVIDE CONDUIT AS CABLING PATHWAY ABOVE INACCESSIBLE CEILINGS.

C. PROVIDE 1" CONDUIT FROM EACH TELECOMMUNICATION OUTLET BOX AND STUB OUT TO ABOVE ACCESSIBLE CEILING. EACH TELECOMMUNICATION
OUTLET BOX SHALL BE 4" SQUARE AND 2.5" DEEP. PROVIDE REDUCER COVER FOR DEVICES THAT ONLY REQUIRE A SINGLE-GANG FACEPLATE.

D. COORDINATE DEVICE LOCATIONS WITH CASEWORK INSTALLER AND FINAL EQUIPMENT LOCATIONS. ENSURE DEVICE LOCATIONS ARE NOT
OBSTRUCTED BY FURNITURE OR IMPEDE EQUIPMENT OPERATION.

E. PROVIDE SHALLOW OUTLET BOX FOR ANY DEVICE LOCATED IN FURRING AT EXISTING SHEER WALL. COORDINATE DEPTH WITH GENERAL
CONTRACTOR.

F. COORDINATE CABLING PORT LOCATIONS ON SWITCH ACCORDING TO CAMPUS STANDARD:
 FIRST THREE ROWS FOR PC, PHONE, AND PRINTER
 FOURTH ROW FOR SPECIALTY DEVICES
 LEFT HALF OF FIFTH ROW FOR CONTINGENCY
 RIGHT HALF OF FIFTH ROW FOR WIRELESS POE

G. REFER TO DETAILS ON DRAWING EY701 FOR ADDITIONAL TELECOMMUNICATIONS ROOM EQUIPMENT INFORMATION AND LAYOUT.

PROVIDE 12" WIDE BASKET-STYLE CABLE TRAY WITH 2" TALL SIDES AND SUPPORT ACCORDING TO MANUFACTURER RECOMMENDATIONS. INSTALL TEL/DATA,
WIRELESS ACCESS, PUBLIC ADDRESS, AND ACCESS CONTROL CABLING IN SEPARATELY DIVIDED SECTIONS OF CABLE TRAY OR RACEWAYS. CONFIRM CABLING
JACKET COLOR WITH LATEST CAMPUS STANDARD. PROVIDE CABLE TRAY WITH DIVIDER PARTITIONS TO ALLOW FOR THREE SECTIONS:

 VOICE/DATA (RED, WHITE, OR BLUE JACKET)
 WIRELESS POE (GREEN JACKET)
 SECURITY (PINK JACKET), ACCESS CONTROL (YELLOW JACKET), PUBLIC ADDRESS SPEAKERS (GRAY JACKET)

PROVIDE RATED PATHWAY SLEEVE ASSEMBLIES FOR THE EQUIVALENT VOLUME OF THREE 4" CONDUITS WITH REMOVABLE FIRE STOPPING INTUMESCENT
BLOCKS FOR ROUTING CABLING THROUGH RATED WALL ASSEMBLIES. BASIS OF DESIGN IS STI EZ-PATH SERIES 44, OR EQUIVALENTS LEGRAND FLAMESTOPPER
AND ABESCO CABLE TRANSIT.

PROVIDE RATED PATHWAY SLEEVE ASSEMBLIES FOR THE EQUIVALENT VOLUME OF THREE 3" CONDUITS WITH REMOVABLE FIRE STOPPING INTUMESCENT
BLOCKS FOR ROUTING CABLING THROUGH RATED WALL ASSEMBLIES. BASIS OF DESIGN IS STI EZ-PATH SERIES 44, OR EQUIVALENTS LEGRAND FLAMESTOPPER
AND ABESCO CABLE TRANSIT.
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